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Placing the Baluster Adapter

1   |   Pull the cables through the clamp first and then through the 
baluster adapter.

2   |   Fix the baluster adapter onto the clamp. To tighten the clamp, 
turn the hex bolts in the baluster adapter clockwise using a Metric 
Allen Key No.5.

Slide the clamp of the baluster adapter over the aluminium mounting 
profile of the handrail.

 Slide the clamp to the desired position.

Remove the clamp from the baluster adapter.

      The clamp can twist up to 55º to one side. Verify if the angle 
baluster adapter can reach the correct angle prior to fixing it.

Is the baluster adapter a transit to your power supply? 

Yes      Go to step 1 
No       Go to step 2
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Secure the liniLED® LED strip by using the cover. Close the open spaces between handrail supperts with a cover. Cut te covers to the right size 
and push them over the aluminium mounting profile.

Insert the end cap into the end of the handrail.

If the handrail is tilted, rotate the support of the liniLED® Handrail. 
Turn the hex bolt counterclockwise. Rotate the clamp and tighten the 
hex bolt clockwise again.

Degrease the end cap before applying glue on the contact surface.



Handrail manual |  liniLED® Handrail Square 40x4020

Symbols

CLEANING AGENTS 
RESISTANT

RoHS

IP40

IP68

UV

IK10

A I S I
316

Manufacturer’s declaration that the product meets the applicable EC directives.

Restriction of Hazardous Substances (RoHS): product complies with the RoHS directive and each homogeneous material does 
not exceed the limits for the materials mentioned under the RoHS directive (Pb, Hg, Cd, Cr6+, PBB and PBDE).

Protected against ingress of solid foreign objects ≥ 1.0 millimetres. Not-protected against ingress of water.

Dust-tight, no ingress of dust. Protected against the effects of continuous immersion in water.
(Immersion in water at a maximum depth of 2 metres unless specified otherwise)

Very high quality low carbon stainless steel type 316.

This product can be stored and used below 0 degrees Celsius. Verify the minimum storage and operation temperature in the 
datasheet for the lowest temperature allowed.

Product is resistant against ultraviolet (UV) light or sunlight. Non-UV resistant products can degrade or discolor fast when ex-
posed to UV light. 

Electrical appliance class III: this product is designed to be supplied from an extra-low voltage 
(≤ 60.0 V DC or ≤ 42.4 V AC). 

Product can be cleaned with normal cleaning agents as specified in the datasheet under  ‘chemical compliances’. 

This product needs to be disposed of separately from normal household waste so it can be recycled. Verify the IP rating for 
proper use. 

Protected against impact energy of 20 joules.
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